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In 1990, Michel Toby developed an all new concept in motorcycle 

steering dampers, he studied and applied all the latest engineering 

technology. 

He was the first on the market to design kits suitable for all 

motorcycles ,to be used both on  

road and race motorcycles. 
 

TOBY steering dampers use the same advanced technology both 

standard models and competition. 
 

TOBY export its products worldwide. 

TOBY steering damper are manufacture with an expansion 

reservoir, to house the oil which expands when the friction generates 

heat in use. The expanding oil moves into the reservoir with the heat 

and returns into the damper body as it cools automatically. 
 

The bodies of the steering dampers are made from aeronautic grade 

aluminium (Al 7075) and are rearmed to a tolerance of 5 m and 

polished after machining to a high gloss to reduce friction. The body 

is then anodised in an assortment of colours. 
 

The steering dampers rod are made from CK45 steel and finished to 

a close tolerance. The fork clamp damper mounting and body straps 

are all machined from aeronautic billet Al 7075 and all pieces are 

machined before anodising. 
 

All parts of steering damper kit are manufactured in Toby 

workshops on CNC MORI SEIKI machining center to a high 

tolerance. 
 

As soon as a new model of motorcycle is released in the market, the 

Toby workshops obtain one in order to design a new steering 

damper kit. 

When Michel creates a new kit he studies how best to manufacture 

the fittings, so that the optimum performance can be achieved, with 

tolerances of less than 1 mm 

Besides the to detail when manufacturing the kit, the aesthetics to 

conform with the design and style of the bike are also considered. 

 
For many years Toby dampers have been tested and approved by many 

international pilots and team such as:   Moto GP ï Superbike ï 

Supersport ï Superstock ï Endurance 

TEAM SUZUKI             Kenny Roberts Junior   World Champion 2000 

TEAM GMT 94 Endurance        World Champion 2005 

TEAM ELIT Grand Prix 125     Thomas Lüthi   World Champion 2005 

Alvaro Molina       Europe Champion 250   2004-2005-2006-2007-2008 

Nobuatsu Aoki , Kurtis Roberts , Marco Melandri , Jeremy McWilliams , 

Jurgen Van den Goorbergh Regis Laconi , Sylvain Guintoli , Masao Azuma  

Youichi Ui , é 

 
Toby quality an d manufacturing precision are well known.  
Thus t hey propose high tech equipment to high performance 
lovers.  
 

 
 

 
 

 

 
 

 
 

 
 

 



           
 

 

 

 
 

 

AMORTISSEUR ï DAMPER :   Prix  :   165,00 ú 
 

KIT DE FIIXATION  SET FIXING KIT DAMPER  
 

Model Year Ref. Colour Note Price 
      

Monster 696 08 ï 10 35.DU06.03 Bl   Nr   Rg  1600 sek  

Monster 1100 09 ï 10 35.DU11.02 Bl   Nr   Rg  1600 sek 

CBR600RR 07 ï 10 35.HO06.14 Bl   Nr   Rg  1600 sek 

CBR1000RR 08 ï 10 35.HO10.07 Bl   Nr   Rg  1600 sek 

CB1000R 08 ï 10 35.HO10.09 Bl   Nr   Rg  1600 sek 

ZX-6R 09 ï 10 35.KA06.16 Bl   Nr   Rg  1600 sek 

ZX-10R 08 ï 10 35.KA10.06 Bl   Nr   Rg  1600 sek 

DAYTONA 675 06 ï 10 35.TR06.03 Bl   Nr   Rg  1600 sek 

STREET TRIPLE 07 ï 10 35.TR06.04 Bl   Nr   Rg  1600 sek 

YZF-R6 06 ï 10 35.YA06.16 Bl   Nr   Rg  1600 sek 

YZF-R1 09 ï 10 35.YA10.17 Bl   Nr   Rg  1600 sek 

 

    
 



    
 

 
Blue   Black   Red   Gold 

Model  Length Travel Diameter  Oil Steering damper fastineng Price 
        

15C45     Standard  220 mm 45 mm 8 mm 2,5 W 15-29 2800 sek 

15C55     Standard  230 mm 55 mm 8 mm 2,5 W 15-29 2800 sek 

15C65     Standard  250 mm 65 mm 8 mm 2,5 W 15-29 2800 sek 

15C80     Standard  290 mm 80 mm 8 mm 2,5 W 15-29 2800 sek 

15C90     Standard  300 mm 90 mm 8 mm 2,5 W 15-29 2800 sek 

15C100     Standard  330 mm 100 mm 8 mm 2,5 W 15-29 2800 sek 

15C120     Standard  370 mm 120 mm 8 mm 2,5 W 15-29 2800 sek 

15C130     Standard  380 mm 130 mm 8 mm 2,5 W 15-29 2800 sek 

15C140     Standard  410 mm 140 mm 8 mm 2,5 W 15-29 2800 sek 

15C160     Standard  450 mm 160 mm 8 mm 2,5 W 15-29 2800 sek 

15C170     Standard  460 mm 170 mm 8 mm 2,5 W 15-29 2800 sek 

15C180     Standard  490 mm 180 mm 8 mm 2,5 W 15-29 2800 sek 

 

 
Blue   Black   Red 

Model  Length Travel Diameter  Oil Steering damper fastening Price 
        

55C45     Racing  220 mm 45 mm 8 mm 2,5 W 15-29 3000 sek 

55C55     Racing  230 mm 55 mm 8 mm 2,5 W 15-29 3000 sek 

55C65     Racing  250 mm 65 mm 8 mm 2,5 W 15-29 3000 sek 

55C80     Racing  290 mm 80 mm 8 mm 2,5 W 15-29 3000 sek 

55C100     Racing  330 mm 100 mm 8 mm 2,5 W 15-29 3000 sek 

55C120     Racing  370 mm 120 mm 8 mm 2,5 W 15-29 3000 sek 

 

 
Blue   Black   Red   Gold 

Model  Length Travel Diameter  Oil Steering damper fastening Price 
        

25C55     Quad  290 mm 55 mm 8 mm 10 W 15-29 3100 sek 

25C65     Quad  310 mm 65 mm 8 mm 10 W 15-29 3100 sek 
 



   

--- APRILIA --- 
 

Position de l'amortisseur de direction sur la moto   Steering damper position on the bike 

Latéral gauche 1 Left side setting 

Latéral droit 2 Right side setting 

Devant la fourche 3 Fork front setting 

Entre la fourche et le réservoir 4 Front between fork and tank 

 

Model Year Ref. Position Colour Using Note Price 
        

RS 125 97 ï 10 15.AP01.02 1 Bl   Nr   Rg   Or   3200 sek 

RS 125  Racing 00 ï 10 55.AP01.51 1 Bl   Nr   Rg Racing GP     Circuit  3200 sek 

RS 250 95 ï 97 15.AP02.01 1 Bl   Nr   Rg   Or   3200 sek 

RS 250 98 ï 02 15.AP02.02 1 Bl   Nr   Rg   Or   3200 sek 

RSV 250  Racing 93 ï 09 55.AP02.51 1 Bl   Nr   Rg Racing GP     Circuit  3200 sek 

RSV 1000 98 ï 03 15.AP10.01 3 Bl   Nr   Rg   Or   3200 sek 

SL1000 Falco 00 ï 03 15.AP10.02 3 Bl   Nr   Rg   Or   3200 sek 

RSV1000R 03 ï 08 15.AP10.03 3 Bl   Nr   Rg   Or   3200 sek 

SL1000R 04 ï 08 15.AP10.04 3 Bl   Nr   Rg   Or   3200 sek 

TUONO 1000R 06 ï 10 15.AP10.05 3 Bl   Nr   Rg   Or   3200 sek 

RSV4 Factory 09 ï 10 15.AP10.06 3 Bl   Nr   Rg   Or  Planning stage 3200 sek 

RSV4 Factory 09 ï 10 15.AP10.07 4 Bl   Nr   Rg   Or  Planning stage 4100 sek 

RSV4 Factory  Racing 09 ï 10 55.AP10.08 3 Bl   Nr   Rg Racing SBK     Circuit Planning stage 3600 sek 

RSV4 R 10 15.AP10.09 3 Bl   Nr   Rg   Or  Planning stage 3200 sek 

RSV4 R 10 15.AP10.10 4 Bl   Nr   Rg   Or  Planning stage 4100 sek 

RSV4 R  Racing 10 55.AP10.11 3 Bl   Nr   Rg Racing SBK     Circuit Planning stage 3600 sek 
 

    
 

 
 

    
 

Tous les amortisseur de direction gardent lôangle de braquage dôorigine   All  steering damper keep same original lock 

Attention les amortisseur de direction « Compétition » sont strictement réservés à un usage sur circuit    Take care ! All  racing dampers are strictly be used on the track 

Tous les amortisseur de direction sont complètement réparables   All  steering dampers are completely repairable 
 


